
Quick Release Couplings

295Telephone: +44 (0)1772 323529 Fax: +44 (0)1772 314664

I

wS-SErIES HIGH PrESSUrE wING STYLE (COUPLEr)

wS-SErIES HIGH PrESSUrE wING STYLE (NIPPLE)

wS-SErIES HIGH PrESSUrE wING STYLE (VIEw-POrT COUPLEr)

 PArT NO. BODY SIzE THrEAD SIzE BODY MATErIAL
   

 PArT NO. BODY SIzE THrEAD SIzE BODY MATErIAL
   

 PArT NO. BODY SIzE THrEAD SIzE BODY MATErIAL
   

6wSF6
6wSF6-SS *
6wSBF6
8wSF8
8wSF8-SS *
8wSBF8
10wSF10
10wSF10-SS *
10wSBF10
12wSF12
12wSF12-SS *
12wSBF12
16wSF16
16wSF16-SS *
16wSBF16

3/4”-14 NPTF
3/4”-14 NPTF
G3/4” BSPP

1”-111/2 NPTF
1”-111/2 NPTF

G1” BSPP
11/4”-111/2 NPTF
11/4”-111/2 NPTF

G11/4” BSPP
11/2”-111/2 NPTF
11/2”-111/2 NPTF

G11/2” BSPP
2”-111/2 NPTF
2”-111/2 NPTF

G2” BSPP

Steel
316 SS
Steel
Steel

316 SS
Steel
Steel

316 SS
Steel
Steel

316 SS
Steel
Steel

316 SS
Steel

wS6F6
wS6F6-SS *
wS6BF6
wS8F8
wS8F8-SS *
wS8BF8
wS10F10
wS10F10-SS *
wS10BF10
wS12F12
wS12F12-SS *
wS12BF12
wS16F16
wS16F16-SS *
wS16BF16

3/4”-14 NPTF
3/4”-14 NPTF
G3/4” BSPP

1”-111/2 NPTF
1”-111/2 NPTF

G1” BSPP
11/4”-111/2 NPTF
11/4”-111/2 NPTF

G11/4” BSPP
11/2”-111/2 NPTF
11/2”-111/2 NPTF

G11/2” BSPP
2”-111/2 NPTF
2”-111/2 NPTF

G2” BSPP

Steel
316 SS
Steel
Steel

316 SS
Steel
Steel

316 SS
Steel
Steel

316 SS
Steel
Steel

316 SS
Steel

6wSF6-VP
6wSF6-SS-VP *
6wSBF6-VP
8wSF8-VP
8wSF8-SS-VP *
8wSBF8-VP
10wSF10-VP
10wSF10-SS-VP *
10wSBF10-VP
12wSF12-VP
12wSF12-SS-VP *
12wSBF12-VP
16wSF16-VP
16wSF16-SS-VP *
16wSBF16-VP

3/4”
3/4”
3/4”
1”
1”
1”

11/4”
11/4”
11/4”
11/2”
11/2”
11/2”

2”
2”
2”

3/4”
3/4”
3/4”
1”
1”
1”

11/4”
11/4”
11/4”
11/2”
11/2”
11/2”

2”
2”
2”

3/4”
3/4”
3/4”
1”
1”
1”

11/4”
11/4”
11/4”
11/2”
11/2”
11/2”

2”
2”
2”

3/4”-14 NPTF
3/4”-14 NPTF
G3/4” BSPP

1”-111/2 NPTF
1”-111/2 NPTF

G1” BSPP
11/4”-111/2 NPTF
11/4”-111/2 NPTF

G11/4” BSPP
11/2”-111/2 NPTF
11/2”-111/2 NPTF

G11/2” BSPP
2”-111/2 NPTF
2”-111/2 NPTF

G2” BSPP

Steel
316 SS
Steel
Steel

316 SS
Steel
Steel

316 SS
Steel
Steel

316 SS
Steel
Steel

316 SS
Steel

(Female Thread)

Wrench flats are pictured, 
non-flat fittings are standard

(Female Thread)

Wrench flats are pictured, 
non-flat fittings are standard

Please note: The Connection View-Port Coupler has two View-Ports drilled 180° apart to provide a visual confirmation of complete connection.

* Standard deliveries, contact factory for details.

(Female Thread)


