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I

(Standard Hose Barb)

(Standard and Push-Loc Hose Barb)

Standard StyleLocking-Groove Style (-LG)

IMPOrTANT

Dixon carries two styles of European interchange nipples, 
Standard (No Suffix) and Locking-Groove (-LG Suffix). Both 
styles will fit in standard European interchange couplers but 
the Locking-Groove nipples will also fit into the Rectus  
‘25KS’ couplers.

CJ-SErIES CEJN 320/410 INTErCHANGE (AUTOMATIC COUPLEr)

 PArT NO. BODY SIzE BArB CONFIGUrATION BODY MATErIAL

 2CJS2-B
 F-2CJS2-S
 2CJS2.5-B
 2CJS3-B

 3CJS3-B
 3CJS4-B

1/4” Hose Barb 
1/4” Hose Barb 
5/16” Hose Barb 
5/16” Hose Barb 

 
3/8” Hose Barb 
1/2” Hose Barb

Brass
303 Stainless Steel 

Brass 
Brass 

 
Brass 
Brass

1/4”
1/4” 
1/4”
1/4” 

 
3/8” 
3/8”

CJ-SErIES CEJN 320/410 INTErCHANGE (NIPPLE)

 PArT NO. BODY SIzE BArB CONFIGUrATION BODY MATErIAL

 CJ2S2
 CJ2S2-B
 CJ2S2-S
 CJ2S2.5
 CJ2S2.5-B
 CJ2B2-LG
 CJ2S3
 CJ2S3-B
 CJ2S3-S
 CJ2B3-LG

 CJ3S3
 CJ3S4

1/4” Hose Barb 
1/4” Hose Barb 
1/4” Hose Barb 
5/16” Hose Barb 
5/16” Hose Barb 

1/4” Push-Loc 
3/8” Hose Barb 
3/8” Hose Barb 
3/8” Hose Barb 
3/8” Push-Loc 

 
3/8” Hose Barb 
1/2” Hose Barb

Steel 
Brass

303 Stainless Steel 
Steel 
Brass 
Steel 
Steel 
Brass 

303 Stainless Steel 
Steel 

 
Steel 
Steel 

1/4”
1/4” 
1/4”
1/4” 
1/4”
1/4” 
1/4”
1/4” 
1/4”
1/4” 

 
3/8” 
3/8”


