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standard 5.0 16.0 5.0 625 S625 625-2Z S625-2Z 625-2RS S625-2RS 1729 675 36.0 43.0 W,J < 6 g
flanged 5.0 16.0 5.0 F 625 SF 625 F 625-2Z SF 625-2Z F 625-2RS SF 625-2RS 1729 675 36.0 43.0 W,J < 6 g

standard 5.0 19.0 6.0 635 S635 635-2Z S635-2Z 635-2RS S635-2RS 2336 896 32.0 40.0 J < 8 g
flanged 5.0 19.0 6.0 F 635 SF 635 F 635-2Z SF 635-2Z F 635-2RS SF 635-2RS 2336 896 32.0 40.0 J < 10 g

standard 6.0 10.0 2.5 MR 106 SMR 106 - - - - 496 218 45.0 53.0 W < 1 g
flanged 6.0 10.0 2.5 MF 106 SMF 106 - - - - 496 218 45.0 53.0 W < 1 g

standard 6.0 10.0 3.0 - - MR 106-2Z SMR 106-2Z MR 106-2RS SMR 106-2RS 496 218 45.0 53.0 W < 1 g
flanged 6.0 10.0 3.0 - - MF 106-2Z SMF 106-2Z MF 106-2RS SMF 106-2RS 496 218 45.0 53.0 W < 1 g

standard 6.0 12.0 3.0 MR 126 SMR 126 - - - - 716 295 43.0 50.0 W,J < 2 g
flanged 6.0 12.0 3.0 MF 126 SMF 126 - - - - 716 295 43.0 50.0 W,J < 2 g

standard 6.0 12.0 4.0 - - MR 126-2Z SMR 126-2Z MR 126-2RS SMR 126-2RS 716 295 43.0 50.0 W,J < 2 g
flanged 6.0 12.0 4.0 - - MF 126-2Z SMF 126-2Z MF 126-2RS SMF 126-2RS 716 295 43.0 50.0 W,J < 2 g

standard 6.0 13.0 3.5 686 S686 - - - - 1082 442 40.0 50.0 W,J < 3 g
flanged 6.0 13.0 3.5 F 686 SF 686 - - - - 1082 442 40.0 50.0 W,J < 4 g

standard 6.0 13.0 4.5 - - 686-2ZW4.5 S686-2ZW4.5 686-2TS4.5 S686-2TS4.5 1082 442 40.0 50.0 W,J < 4 g

standard 6.0 13.0 5.0 686W5 S686W5 686-2Z S686-2Z 686-2RS S686-2RS 1082 442 40.0 50.0 W,J < 4 g
flanged 6.0 13.0 5.0 F 686-2Z SF 686-2Z F 686-2RS SF 686-2RS 1082 442 40.0 50.0 W,J < 4 g

standard 6.0 15.0 5.0 696 S696 696-2Z S696-2Z 696-2RS S696-2RS 1340 523 40.0 45.0 W,J < 4 g
flanged 6.0 15.0 5.0 F 696 SF 696 F 696-2Z SF 696-2Z F 696-2RS SF 696-2RS 1340 523 40.0 45.0 W,J < 4 g

standard 6.0 16.0 5.0 696A S696A 696A-2Z S696A-2Z 696A-2RS S696A-2RS 1340 523 40.0 45.0 J < 7 g
flanged 6.0 16.0 5.0 F 696A SF 696A F 696A-2Z SF 696A-2Z F 696A-RS SF 696A-2RS 1340 523 40.0 45.0 J < 7 g

standard 6.0 17.0 6.0 606 S606 606-2Z S606-2Z 606-2RS S606-2RS 2263 846 38.0 45.0 J < 7 g
flanged 6.0 17.0 6.0 F 606 SF 606 F 606-2Z SF 606-2Z F 606-2RS SF 606-2RS 2263 846 38.0 45.0 J < 8 g

standard 6.0 19.0 6.0 626 S626 626-2Z S626-2Z 626-2RS S626-2RS 2336 896 32.0 40.0 J < 8 g
flanged 6.0 19.0 6.0 F 626 SF 626 F 626-2Z SF 626-2Z F 626-2RS SF 626-2RS 2336 896 32.0 40.0 J < 10 g

standard 6.0 22.0 7.0 636 S636 636-2Z S636-2Z 636-2RS S636-2RS 3333 1423 30.0 36.0 J < 5 g

standard 7.0 11.0 2.5 MR 117 SMR 117 - - - - 455 202 43.0 50.0 W < 1 g
flanged 7.0 11.0 2.5 MF 117 SMF 117 - - - - 455 202 43.0 50.0 W < 1 g

standard 7.0 11.0 3.0 - - MR 117-2Z SMR 117-2Z MR 117-2RS SMR 117-2RS 455 202 43.0 50.0 W < 1 g
flanged 7.0 11.0 3.0 - - MF 117-2Z SMF 117-2Z MF 117-2RS SMF 117-2RS 455 202 43.0 50.0 W < 1 g

standard 7.0 13.0 3.0 MR 137 SMR 137 - - - - 541 276 40.0 48.0 W < 3 g
flanged 7.0 13.0 3.0 MF 137 SMF 137 - - - - 541 276 40.0 48.0 W < 3 g
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