data sheet: G250 Kroeplin

Langenmesstechnik

A(2:1)
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SET/OK D 4
“ Y > A

subject to technical alterations

type: G 3%??\7[%5(:5‘12'::? BI 12.113.1) scale: 1:1

range: 1.97 - 2.76 INCH max. permissible drawing-nr.: DAB-G250_KR_I
range of indication: 1.9490 - 2.7755 INCH errors "G"; .0015INCH date of issue: 07.01.09

digital step: .0005 INCH repeatability "r": .0005 INCH name: M. Balzer

scale interval: - reference temperature: 20° C

measuring force: 1,1-16N operation temperature: 10° C - 30° C revision status: 001

weight: 265¢g storage temperature: -10° C - 50° C revision date: 09.03.10
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measuring capacity

groove depth A

[inch]

measuring range Meb [inch]

subject to technical alterations

197 | 205 | 213 | 220 | 228 | 236 | 244 | 252 | 260 | 268 | 276
D | D/321] 0/324] D/326 0/330 0/337 D/341| 0/343| 0/343 D/344| 0/345 0/346
D39 06/322| 06/325 06/3.28| 067333 0673.30| 06 /342|067 3.43| 06 /343|067 344| 067345
D79 077323 07/326] 077320 D7 /335| 07 /340 07 /3.42| 07 /343 07/ 343| 07/3.44
118 07/324| 07732707 1331| D7 /33707 /341| 07 /342 | 077 342| 0773 43
157 087325 DB /328| 08 /333 08/339| 08 /341 087 341| 087342
197 007326/ 09/320 007335 00/340| 00/ 341| 097341
235 007326007330 007336 007 340| 007340
276 107327 107331107 337| 10/339
315 11/328]11/332| 117338
B/L
B =mimmum groove wiith [inch] Example: _ _
L = maximum usable arm lengh [inch] ""::ﬁ 'L;';ﬁ

drawing-nr.: DAB-G250_KR_I
date of issue: 07.01.09
name: M. Balzer

revision status:
revision date:
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interface as accessories available:

Interface-
adapter

MODE | | DATA § | ONf=o>

Nib% 1961-09

valid from Gauge-S/N: |
Always specify serial number

~6.3

~18.1

e —— ]

~18.1

when ordering Interfaces or accessories!

Data cable U-WAVE®
2482-04

Data cable USB
2482-05

Data cable DIGIMATIC

subject to technical alterations
drawing-nr.: DAB-G250_KR_I
date of issue: 07.01.09
name: M. Balzer
revision status: 2043
revision date: 27.02.12




