
ø9

ø9

S
R

21

ø11

906.453

906.454

906.453 	 0	-	10 	 9 	 30
906.454 	 0	-	10 	 9 	 120

836.535

852.715

852.741

852.768 	 0	-	10 	 0.01 	 ±	0.01 	 50
852.715 	 0	-	25 	 0.01 	 ±	0.01 	 50
852.754 	 0	-	25 	 0.01 	 ±	0.01 	 100
852.396 	 0	-	10 	 0.001 	 ±	0.005 	 50
852.741 	 0	-	25 	 0.001 	 ±	0.005 	 200

495.157
852.117
852.118

92.00
115.00

1.90

423.00
490.00
524.00
472.00
630.00

0.50
121.00
121.00

Digital external measuring instruments
	 Measuring	range:	0	-	10	mm.
	 Resolution:	0.01	mm.
	 Repeatability:	0.01	mm.
	 mm/inch	conversion.
	 Automatic	switch-off.
	 Reset.
	 Max.	measuring	speed:	1.5	m/s.
	 Non-interchangeable	inserts.
	 Power	supply:	1	battery	type	V357.

Item	No. Measuring		
range/mm

Measuring		
faces	ø/mm

Throat		
depth/mm

Price	
EUR

Option:
Spare	battery

Item	No. Measuring		
range/mm

Resolution		
mm

Accuracy		
mm

Throat		
depth/mm

Price	
EUR

Options:
Spare	battery
RS232C	cable	9p	(2	m)
USB	cable	(2	m)

Käfer digital external measuring instruments 0.01 and 0.001 mm
Fast	thickness	measurement	of	small	parts	and	sheet	and	foil	material.

	 Measuring	range:	0	-	25	mm.
	 Resolution:	0.01	mm	or	0.001	mm.
	 mm/inch	conversion.
	 USB/RS232C	data	output.
	 On/off	switch.
	 Reset/preset.
	 Hold	function.
	 Interchangeable	measuring	inserts.
	 Measuring	faces	standard	type	of	insert:	

ø	10	mm.
	 Different	types	of	inserts	available.
	 Power	supply:	1	battery	type	CR2032.

EXTERNAL MEASURING INSTRUMENTSSchut for Precision

193© 2017, Schut Geometrische Meettechniek bv Measuring instruments and systems 2017/2018

C
04

.2
45

.E
N

.2
01

70
42

0
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