Digital micrometers with a large measuring range

m Measuring range: 0- 1000 mm.

m Resolution: 0.001 mm.
m mm/inch conversion.
m ABS/INC switchable.
m Automatic switch-off.

m Reset/preset.

m Rotating spindle.

m Adjustable tolerance limits.

m Tungsten carbide measuring faces: 8 mm.

m Varnished frame.

m From measuring range 300-400 mm: tubular
steel frame with insulating grips.

m Delivery in a case with setting gauges and
interchangeable anvils.

m Power supply: 1 battery type V357.

906.182

Item No. Measuring Accuracy Number Number of
range/mm mm of anvils setting gauges
906.181 0- 50 +0.004 2 1
906.182 0- 100 +0.005 4 3
906.183 0- 150 +0.006 6 5
906.184 50- 100 +0.005 2 2
906.185 100- 200 +0.007 4 4
906.186 150- 300 +0.009 6 6
906.187 200- 300 +0.009 4 4
906.188 300- 400 +0.011 4 2
906.189 400- 500 +0.013 4 2
906.194 500- 600 +0.015 4 2
906.195 600- 700 +0.016 4 2
906.196 700- 800 +0.018 4 2
906.197 800- 900 +0.020 4 2
906.198 900-1000 +0.020 4 2
Option:
836.535 Spare battery




