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Bspt heXagon nipple

 part no.

 h0.125shn
 h0.25shn
 h0.37shn
 h0.5shn
 h0.75shn
 h1shn
 h1.25shn
 h1.5shn
 h2shn
 h2.5shn

Bspt threaD

1/8” 
1/4” 
3/8” 
1/2” 
3/4” 
1” 

11/4” 
11/2” 

2” 
21/2”

Bspt Barrel nipple

 part no.

 h0.125Bnm
 h0.25sBnm
 h0.375sBnm
 h0.5sBnm
 h0.75sBnm
 h1sBnm
 h1.25sBnm
 h1.5sBnm 
 h2sBnm

Bspt threaD

1/8” 
1/4” 
3/8” 
1/2” 
3/4” 
1” 

11/4” 
11/2” 

2”

Bspt WelDing nipple

 part no.

 h0.125sWnm
 h0.25sWnm
 h0.375sWnm
 h0.5sWnm
 h0.75sWnm
 h1sWnm
 h1.25sWnm
 h1.5sWnm
 h2sWnm

Bspt threaD

1/8” 
1/4” 
3/8” 
1/2” 
3/4” 
1” 

11/4” 
11/2” 

2”

sizes: 1/8” to 6”

materials:  316 Stainless Steel 

 

Details:  •  Manufactured to the requirements of ASTM A-351 

 Basic dimensions and pressure ratings in accordance with ANSI B16.3/150lbs

pipe Fittings 150lbs - 316 stainless steel
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Bspt close taper nipple
 part no.

 h0.375sctn
 h0.5sctn
 h0.75sctn
 h1sctn
 h1.25sctn
 h1.5sctn
 h2sctn

Bspt threaD

3/8” 
1/2” 
3/4” 
1” 

11/4”
11/2”

2”

Bsp pi. rounD BlanKing cap
 part no.

 h0.125src
 h0.25src
 h0.375src
 h0.5src
 h0.75src
 h1src
 h1.25src
 h1.5src
 h2src

Bsp pi. threaD

1/8” 
1/4” 
3/8” 
1/2” 
3/4” 
1” 

11/4” 
11/2” 

2”

Bsp pi. Female 90º elBoW
 part no.

 h0.125s9oFF
 h0.25s9oFF
 h0.375s9oFF
 h0.5s9oFF
 h0.75s9oFF
 h1s9oFF
 h1.25s9oFF
 h1.5s9oFF
 h2s9oFF 
 h2.5s9oFF 
 h3s9oFF

Bsp pl. threaD

1/8” 
1/4” 
3/8” 
1/2” 
3/4” 
1” 

11/4” 
11/2” 

2”
21/2” 

3”

Bsp pl. 45° elBoW Female
 part no.

 h0.125s45FF
 h0.25s45FF
 h0.375s45FF
 h0.5s45FF
 h0.75s45FF
 h1s45FF 
 h1.25s45FF 
 h1.5s45FF 
 h2s45FF

Bsp pl. threaD

1/8” 
1/4” 
3/8” 
1/2” 
3/4” 
1” 

11/4” 
11/2” 

2”
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Bsp pl. union Female

 part no.

 h0.125suFF
 h0.25suFF
 h0.375suFF
 h0.5suFF
 h0.75suFF
 h1suFF
 h1.25suFF
 h1.5suFF
 h2suFF

Bsp pl. threaD

1/8” 
1/4” 
3/8” 
1/2” 
3/4” 
1” 

11/4” 
11/2” 

2”

Bsp pi. Female halF socKet
 part no.

 h0.125shs
 h0.25shs
 h0.375shs
 h0.5shs
 h0.75shs
 h1shs 
 h1.25shs 
      h1.5shs 
 h2shs 
 h2.5shs 
      h3shs

Bsp pi. threaD

1/8” 
1/4” 
3/8” 
1/2” 
3/4” 
1” 

11/4” 
11/2” 

2” 
21/2” 

3”

Bspt heXagon heaDeD BlanK plug

 part no.

 h0.125shph
 h0.25shph
 h0.375shph
 h0.5shph
 h0.75shph
 h1shph 
 h1.25shph 
      h1.5shph 
 h2shph 
 h2.5shph 
      h3shph

Bspt threaD

1/8” 
1/4” 
3/8” 
1/2” 
3/4” 
1” 

11/4” 
11/2” 

2” 
21/2” 

3”

Bsp pl. screWeD Female socKet

 part no.

 h0.125sFs
 h0.25sFs
 h0.375sFs
 h0.5sFs
 h0.75sFs
 h1sFs
 h1.25sFs
 h1.5sFs
 h2sFs
 h2.5sFs
 h3sFs

Bsp pl. threaD

1/8” 
1/4” 
3/8” 
1/2” 
3/4” 
1” 

11/4” 
11/2” 

2”
21/2” 

3”

sale@technobearing.ru TECHNOBEARING.RU 8 (800) 700-72-07

sale@technobearing.ru TECHNOBEARING.RU 8 (800) 700-72-07



85

Fittings, Gauges & Adapters

Telephone: +44 (0)1772 323529 Fax: +44 (0)1772 314664

E

Bspt sQuare BlanK plug

 part no.

 h0.125shps
 h0.25shps
 h0.375shps
 h0.5shps
 h0.75shps
 h1shps 
 h1.25shps 
      h1.5shps 
 h2shps 
 h2.5shps 
      h3shps

Bspt threaD

1/8” 
1/4” 
3/8” 
1/2” 
3/4” 
1” 

11/4” 
11/2” 

2” 
21/2” 

3”

Bsp pi. heXagon locKnut

 part no.

 h0.125sln
 h0.25sln
 h0.375sln
 h0.5sln
 h0.75sln
 h1sln 
 h1.25sln 
      h1.5sln 
 h2sln 
 h2.5sln 
      h3sln

Bsp pi. threaD

1/8” 
1/4” 
3/8” 
1/2” 
3/4” 
1” 

11/4” 
11/2” 

2” 
21/2” 

3”
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Butt WelD 45° elBoW (scheDule 10)

 part no.

 h0.75s45
 h1s45
 h1.25s45
 h1.5s45
 h2s45
 h2.5s45
 h3s45
 h4s45
 h5s45 
 h6s45

nominal pipe siZe

3/4” 
1” 

11/4” 
11/2” 

2” 
21/2” 

3” 
4” 
5” 
6”

Butt WelD tYpe a stuB enD (scheDule 10)

 part no.

 h0.75sse
 h1sse
 h1.25sse
 h1.5sse
 h2sse
 h2.5sse
 h3sse
 h4sse
 h5sse 
 h6sse

nominal pipe siZe

3/4” 
1” 

11/4” 
11/2” 

2” 
21/2” 

3” 
4” 
5” 
6”

Butt WelD 90° elBoW (scheDule 10)

 part no.

 h0.75s90
 h1s90
 h1.25s90
 h1.55s90
 h2s90
 h2.5s90
 h3s90
 h4s90 
 h5s90 
 h6s90

nominal pipe siZe

3/4” 
1” 

11/4” 
11/2” 

2” 
21/2” 

3” 
4” 
5” 
6”

sizes: 3/4” to 6”

materials:  316 Stainless Steel 

 

Details:  •   All have a schedule 10 wall thickness and are suitable for welding to pipe or to corrugated 

metal hose

316 stainless steel Weld end pipe Fittings
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316 stainless steel Flanges

asa 150 raiseD Face slip on Flange

 part no.

 0.5sasa
 0.75sasa
 1sasa
 1.25sasa
 1.5sasa
 2sasa
 2.5sasa
 3sasa
 4sasa 
 6sasa

nominal pipe siZe

1/2” 
3/4” 
1” 

11/4” 
11/2” 

2” 
21/2” 

3”
4”
6”

pn16/3 raiseD Face slip on Flange

 part no.

 0.5snp16
 0.75snp16
 1snp16
 1.25snp16
 1.5snp16
 2snp16
 2.5snp16
 3snp16
 4snp16 
 6snp16

nominal pipe siZe

1/2” 
3/4” 
1” 

11/4” 
11/2” 

2” 
21/2” 

3”
4”
6”

•  ASA/150 Flanges are raised face slip-on type and are suitable for working pressure  

of 10 bar (150 psi)

•  PN16/3 Flanges are raised face slip-on type and are suitable for a working pressure  

of 16 Bar (225 psi)
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For EN 14420-3: 2004 Safety Clamps see page 74

For EN 14420-3: 2004 Safety Clamps see page 74

smooth tail couplings With collar - Female

 part no. hose tail Bspp threaD material 
  (mm)  

 sF19/ss 19 3/4” Stainless Steel 
 sF25/ss 25 1” Stainless Steel 
 sF32/ss 32 11/4” Stainless Steel 
 sF38/ss 38 11/2” Stainless Steel 
 sF50/ss 50  2” Stainless Steel 
 sF65/ss 65 21/2” Stainless Steel 
 sF75/ss 75 3” Stainless Steel 
 sF100/ss 100 4” Stainless Steel 
 
 sF19/Br 19 3/4” Brass 
 sF19/Br 25 1” Brass 
 sF19/Br 32 11/4” Brass 
 sF19/Br 38 11/2” Brass 
 sF19/Br 50 2” Brass 
 sF19/Br 65 21/2” Brass 
 sF19/Br 75 3” Brass 
 sF19/Br 100 4” Brass

smooth tail couplings With collar - male

 part no. hose tail Bspp threaD material 
  (mm)  

 sm19/ss 19 3/4” Stainless Steel 
 sm25/ss 25 1” Stainless Steel 
 sm32/ss 32 11/4” Stainless Steel 
 sm38/ss 38 11/2” Stainless Steel 
 sm50/ss 50  2” Stainless Steel 
 sm65/ss 65 21/2” Stainless Steel 
 sm75/ss 75 3” Stainless Steel 
 sm100/ss 100 4” Stainless Steel 
 
 sm19/Br 19 3/4” Brass 
 sm19/Br 25 1” Brass 
 sm19/Br 32 11/4” Brass 
 sm19/Br 38 11/2” Brass 
 sm19/Br 50 2” Brass 
 sm19/Br 65 21/2” Brass 
 sm19/Br 75 3” Brass 
 sm19/Br 100 4” Brass

smooth tails  Bs en 14420-2:2004 (hose side of stem) 
Bs en 14420-5:2004 (threaded connection)

sale@technobearing.ru TECHNOBEARING.RU 8 (800) 700-72-07

sale@technobearing.ru TECHNOBEARING.RU 8 (800) 700-72-07



89

Fittings, Gauges & Adapters

Telephone: +44 (0)1772 323529 Fax: +44 (0)1772 314664

E

These flanges have PN16 PCD drilling, other flanges including specials are available upon request. Please note: PN10 
and PN16 dimensions are the same up to DN150. Stainless steel units are produced from 316. Carbon steel are zinc 
plated for protection. This range of flanged spigots come complete with a smooth hose tail and retaining collar suitable 
for use with our range of safety clamps. 

These flanges have PN16 PCD drilling, other flanges including specials are available upon request. Please note: PN10 
and PN16 dimensions are the same up to DN150. Stainless steel units are produced from 316. Carbon steel are zinc 
plated for protection. This range of flanged spigots come complete with a smooth hose tail and retaining collar suitable 
for use with our range of safety clamps. 

FiXeD FlangeD hose spigots X tail

 part no. siZe material 
   

 FF25/cs DN25 Carbon Steel 
 FF32/cs DN32 Carbon Steel 
 FF40/cs DN40 Carbon Steel 
 FF50/cs DN50 Carbon Steel 
 FF65/cs DN65 Carbon Steel 
 FF80/cs DN80 Carbon Steel 
 FF100/cs DN100 Carbon Steel 
 
 FF25/ss DN25 Stainless Steel 
 FF32/ss DN32 Stainless Steel 
 FF40/ss DN40 Stainless Steel 
 FF50/ss DN50 Stainless Steel 
 FF65/ss DN65 Stainless Steel 
 FF80/ss DN80 Stainless Steel 
 FF100/ss DN100 Stainless Steel

sWiVel FlangeD hose spigots X tail

 part no. siZe material 
   

 Fs25/cs DN25 Carbon Steel 
 Fs32/cs DN32 Carbon Steel 
 Fs40/cs DN40 Carbon Steel 
 Fs50/cs DN50 Carbon Steel 
 Fs65/cs DN65 Carbon Steel 
 Fs80/cs DN80 Carbon Steel 
 Fs100/cs DN100 Carbon Steel 
 Fs125/cs DN125 Carbon Steel 
 Fs150/cs DN150 Carbon Steel 
 Fs200/cs DN200 Carbon Steel 
 
 Fs25/ss DN25 Stainless Steel 
 Fs32/ss DN32 Stainless Steel 
 Fs40/ss DN40 Stainless Steel 
 Fs50/ss DN50 Stainless Steel 
 Fs65/ss DN65 Stainless Steel 
 Fs80/ss DN80 Stainless Steel 
 Fs100/ss DN100 Stainless Steel

Fixed & swivel Flanged smooth tails  Bs en 14420-2:2004 (hose side of stem) 
Bs en 14420-2:2004 (Flange connection)
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applications: High pressure. High temperature. Nitrogen .Helium Flammable gases. Hydraulic gases. 
 Corrosive media.

 Instrumentation fittings come completely assembled.

installation instructions:  1. Cut tubing squarely and clean tube end thoroughly to remove burrs. 
 2. Insert the tubing into the assembly making sure the tubing seats firm against the   
     shoulder of the body and the nut is finger tight.

 3. Tighten the nut with a wrench 11/4 turns, while holding the body with a second wrench. 
 
Features:   •   Fully interchangeable with Swagelok® and Parker A-Lok® fittings 
 •  Double collet (ferrule) swaging action 
 •  Two positive seal points 
 •  ASTM material construction 
 
material: •  316 stainless steel temperature ratings: -198°c to 648°c (-325°F to 1200°F) 
   
pressure ratings: •  see chart below. Ratings listed are for reference only.  
 
safety guidelines:   •  Never connect, disconnect or remake a fitting with pressure in the system.
 •  Make sure all the fittings are properly installed. 
 •  It is not recommended to go beyond the pressure rating of the tubing. Elongation could  
     occur in the tubing, shrinking the wall thickness and cause potential harm. 
 •  For proper sealing it is recommended that the tubing and fittings be of like material. 
 •  Always use proper thread lubricant and sealants on tapered pipe threads. 
 •  Never bleed a system by loosening a fitting.

instrumentation Fittings

male connectors
 tuBe  
 oD
 1/4” 
 1/4” 
 1/4” 
 1/4” 
 3/8” 
 3/8” 
 3/8” 
 1/2” 
 1/2” 
 1/2” 
 5/8” 
 3/8”
 3/8”

 male 
 ntp 
 1/8”-27
 1/4”-18 
 3/8”-18 
 1/2”-14
 1/4”-18 
 3/8”-18 
 1/2”-14
 1/4”-18 
 3/8”-18 
 1/2”-14
 1/2”-14 
 1/2”-14 
 3/4”

 interchanges

 400-1-2 
 400-1-4 
 400-1-6 
 400-1-8 
 600-1-4 
 600-1-6 
 600-1-8 
 810-1-4 
 810-1-6 
 810-1-8 
 1010-1-8 
 1210-1-8 
 1210-1-12

 part #

 4-Dmc-2 
 4-Dmc-4 
 4-Dmc-6 
 4-Dmc-8 
 6-Dmc-4 
 6-Dmc-6 
 6-Dmc-8 
 8-Dmc-4 
 8-Dmc-6 
 8-Dmc-8 
 10-Dmc-8 
 12-Dmc-8 
 12-Dmc-12

 pKg QtY

 10
 10 
 10 
 10 
 10 
 10
 10 
 10 
 10 
 10 
 10 
 10 
 10

suggesteD WorKing pressures (psi)
Wall thK. (inch) 

1/4” 
3/8” 
1/2” 
5/8” 
3/4”

.028 

4,000
-
-
-
-

.035 

5,100 
3,300 
2,600
- 
-

.049 

7,500 
4,700 
3,700 
2,900 
2,400

.065 

10,100 
6,600 
5,00 
3,900 
3,200

.083 

- 
- 
6,600 
5,200 
4,200

.095 

- 
- 
- 
6,000 
4,900

.109 

- 
- 
- 
- 
5,700
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union tees
 part #

 4-Dttt-4 
 6-Dttt-6 
 8-Dttt-8

 tuBe oD

 1/4” 
 3/8” 
 1/2”

 interchanges

 400-3
 600-3 
 810-3

 pKg QtY

 10
 10 
 10

Front Ferrules
 part #

 DFc-4 
 DFc-6 
 DFc-8

 tuBe oD

 1/4” 
 3/8” 
 1/2”

 interchanges

 403-1
 603-1 
 813-1

 pKg QtY

 10
 10 
 10

unions
 part #

 4-Du 
 6-Du-4 
 6-Du 
 8-Du

 tuBe oD

 1/4” x 1/4” 
 3/8” x 1/4” 
 3/8” x 3/8” 
 1/2” x 1/2”

 interchanges

 400-6
 600-6-4 
 600-6
 810-6

 pKg QtY

 10
 10 
 10 
 10

BulKheaD unions
 part #

 4-DBhu-4 
 6-DBhu-6 
 8-DBhu-8

 tuBe oD

 1/4” 
 3/8” 
 1/2”

 interchanges

 400-61
 600-61 
 810-61

 pKg QtY

 10
 10 
 10

male elBoWs
 part #

 4-Dme-2 
 4-Dme-4 
 6-Dme-4 
 6-Dme-6 
 8-Dme-8 
 12-Dme-8 
 12-Dme-12

 tuBe  
 oD 
 1/4” 
 1/4” 
 3/8” 
 3/8” 
 1/2” 
 3/4”
 3/4”

 male 
 ntp 
 1/8”-27
 1/4”-18 
 1/4”-18 
 3/8”-18
 1/2”-14 
 1/2”-14 
 3/4”

 interchanges

 400-2-2 
 400-3-4 
 600-2-4 
 600-2-6 
 810-2-8 
 1210-2-8 
 1210-2-12

 pKg QtY

 10
 10 
 10 
 10 
 10 
 10 
 10

Female connectors
 part #

 4-DFc-2 
 4-DFc-4 
 6-DFc-4 
 6-DFc-8 
 8-DFc-8

 tuBe  
 oD 
 1/4” 
 1/4” 
 3/8” 
 3/8” 
 1/2”

 male 
 ntp 
 1/8”-27
 1/4”-18 
 1/4”-18 
 1/2”-14
 1/2”-14

 interchanges

 400-7-2 
 400-7-4 
 600-7-4 
 600-7-8 
 810-7-8

 pKg QtY

 10
 10 
 10 
 10 
 10
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union elBoWs
 part #

 4-Delu-4 
 6-Delu-6 
 8-Delu-8

 tuBe oD

 1/4” 
 3/8” 
 1/2”

 interchanges

 400-9
 600-9 
 810-93

 pKg QtY

 10
 10 
 10

reDucers
 part #

 4-Dratt-2 
 6-Dratt-4 
 6-Dratt-8 
 8-Dratt-12 
 12-Dratt-8

 tuBe oD

 1/4” x 1/8” 
 3/8” x 1/4” 
 3/8” x 1/2” 
 1/2” x 3/4” 
 3/4” x 1/2”

 interchanges

 400-R-2
 600-R-4 
 600-R-8
 810-R-12 
 1210-R-8

 pKg QtY

 10
 10 
 10 
 10 
 10

Female elBoWs
 part #

 4-DFe-4 
 6-DFe-6 
 8-DFe-8

 tuBe  
 oD 
 1/4” 
 3/8” 
 1/2”

 Female 
 ntp 
 1/4”-18
 1/4”-18 
 1/2”-14

 interchanges

 400-8-2 
 600-8-4 
 810-8-8

 pKg QtY

 10
 10 
 10

male Branch tee
 part #

 4-Dttm-4

 tuBe  
 oD 
 1/4”

 Female 
 ntp 
 1/4”-18

 interchanges

 400-3-4TTM

 pKg QtY

 10

rear Ferrules
 part #

 Drc-4 
 Drc-6 
 Drc-8

 tuBe oD

 1/4” 
 3/8” 
 1/2”

 interchanges

 404-1
 604-1 
 814-1

 pKg QtY

 10
 10 
 10

Ferrule sets
 part #

 Dcset-4-10 
 Dcset-6-10 
 Dcset-8-10

 tuBe oD

 1/4” 
 3/8” 
 1/2”

 interchanges

 400SET
 600SET 
 800SET

 pKg QtY

 10
 10 
 10

nuts
 part #

 Dn-4 
 Dn-6 
 Dn-8

 tuBe oD

 1/4” 
 3/8” 
 1/2”

 interchanges

 402-1
 602-1 
 812-1

 pKg QtY

 10
 10 
 10
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Brass hose Fittings

male inserts npt

 part no.

 Bn11
 Bn151
 Bn152
 Bn21
 Bn22
 Bn23
 Bn251
 Bn252
 Bn253 
 Bn31
 Bn32
 Bn33
 Bn34
 Bn42
 Bn43
 Bn44
 Bn46
 Bn53 
 Bn54 
 Bn56
 Bn64
 Bn66
 Bn86 
 Bn88

npt siZe

1/8” 
1/8” 
1/4” 
1/8” 
1/4”
3/8” 
1/8” 
1/4” 
3/8” 
1/8” 
1/4” 
3/8”
1/2” 
1/4” 
3/8” 
1/2” 
3/4” 
3/8” 
1/2” 
3/4” 
1/2” 
3/4” 
3/4” 
1” 

hose siZe

1/8” 
3/16” 
3/16” 
1/4” 
1/4” 
1/4” 
5/16” 
5/16” 
5/16” 
3/8” 
3/8” 
3/8” 
3/8” 
1/2” 
1/2” 
1/2” 
1/2” 
5/8” 
5/8” 
5/8” 
3/4” 
3/4” 
1” 
1”

Stainless Steel Hose Fittings are also available. 

caps
 part #

 4-Dcap 
 6-Dcap 
 8-Dcap

 tuBe oD

 1/4” 
 3/8” 
 1/2”

 interchanges

 400-C
 600-C 
 810-C

 pKg QtY

 10
 10 
 10

plugs
 part #

 4-DFplug 
 6-DFplug 
 8-DFplug

 tuBe oD

 1/4” 
 3/8” 
 1/2”

 interchanges

 400-P
 600-P 
 810-P

 pKg QtY

 10
 10 
 10

male run tees
 part #

 4-Dtmt-4 
 6-Dtmt-4

 tuBe  
 oD 
 1/4” 
 3/8”

 Female 
 ntp 
 1/4”-18
 1/4”-18

 interchanges

 400-3-4TMT 
 600-3TMT

 pKg QtY

 10
 10
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Stainless Steel Hose Fittings are also available. 

**  These dies are for use with 5111A and 1765A ferrule machines.

Brass Ferrules For air - BFm For meDium Weight hose

Brass Ferrules For air - BFl For light Weight hose

Brass Ferrules For FluiD - BFW For meDium Weight hose

 part no.

  
 
 BFm478
 BFm478
 BFm478 
 BFm478
 BFm478
 BFm478 
 BFm478
 BFm478
 BFm478 
 BFm478
 BFm478
 BFm478

 part no.

  
 
 BFl380
 BFl410
 BFl450 
 BFl500
 BFl525
 BFl548 
 BFl564
 BFl575
 BFl600 
 BFl625
 BFl650
 BFl725 
 BFl750

 part no.

  
 
 BF850
 BFW875
 BFW900 
 BFW975
 BFW1025
 BFW1175 
 BFmW1050
 BFmW1100
 BFmW1225 
 BFmW1275
 BFmW1400
 BFmW1500 
 BFmW1550

Ferrule  
iD
 
 

.478” 

.562” 

.593” 

.625” 

.656” 

.687” 

.718” 

.718” 

.750” 

.750” 

.781” 

.781”

Ferrule  
iD
 
 

.380” 

.410” 

.450” 

.500” 

.525” 

.548” 

.564” 

.575” 

.600” 

.625” 

.650” 

.725” 

.750”

Ferrule iD

 
 

.850” 

.875” 

.900” 

.975” 
1.025” 
1.175” 
1.050” 
1.100” 
1.225” 
1.275” 
1.400” 
1.500” 
1.550”

Ferrule 
length

 
11/16” 

1” 
1” 
1” 
1” 
1” 
1” 
1” 
1” 
1” 
1” 
1”

Ferrule 
length

 
1/2” 
1/2” 
9/16” 
1/2” 
1/2” 

31/64” 
3/4” 

31/64” 
1/2” 
1/2” 
1/2” 

17/32” 
17/32”

Ferrule 
length

 
.850” 
.843” 
.843” 
.843” 
.843” 
.843” 
.843” 
.843” 
.875” 
.875” 
.687 
.875” 
.781”

enD hole 
siZe

 
21/64” 
7/16” 
7/16” 
7/16” 
7/16” 
1/2” 
5/8” 
1/2” 
5/8” 
1/2” 
5/8” 
1/2”

enD hole 
siZe

 
17/64” 
17/64” 
11/32” 
11/32” 
11/32” 
3/8” 
3/8” 

15/32” 
1/2”” 
1/2” 
1/2” 
1/2” 
1/2”

enD hole 
siZe

 
.568” 
.688” 
.688” 
.688” 
.693” 
.875” 
.750” 
.812” 
.875” 
1.000” 
1.120” 
1.120” 
1.120

metal 
gauge

 
.024” 
.024” 
.024” 
.024”
.024” 
.024” 
.024” 
.024” 
.024”
.024” 
.024” 
.024”

metal 
gauge

 
.016” 
.016” 
.016” 
.016”
.016” 
.016” 
.019” 
.016” 
.016”
.016” 
.016” 
.016” 
.016”

metal 
gauge

 
.019” 
.024” 
.024” 
.024” 
.024” 
.024” 
.025” 
.023” 
.025” 
.025” 
.030” 
.025” 
.020”

**plain 
Die  

part no.

p42 
p38 
p37 
p36
p35 
p34 
p32 
p32 
p31 
p31 
p30 
p30

**plain 
Die  

part no.

p45 
p44 
p42 
p41
p40 
p39 
p38 
p38 
p37 
p36 
p35 
p32 
p31

**plain 
Die  

part no.

p27 
p26 
p25 
p22
p20 
p14 
p19 
p17 
p12 
p10 
p5 
p1 
-

**riBBeD 
Die  

part no.

r41 
r37 
r36 
r35
r34 
r33 
r31 
r31 
r30 
r30 
r29 
r29

**riBBeD 
Die  

part no.

r44 
r43 
r41 
r40
r39 
r38 
r37 
r37 
r36 
r35 
r34 
r31 
r30

**riBBeD 
Die  

part no.

r26 
r25 
r24 
r21
r19 
r13 
r18 
r16 
r11 
r9 
r4 
- 
-

Stainless Steel Hose Fittings are also available.

Brass crimp Ferrules
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manuallY operateD Ferrule tool
part no.

5111a

hose crimpers
part no.

855
855a

hose crimper

Hose Crimper provides “Big Tool” crimping advantages at a fraction  

of the cost. Rugged portable and easy to use. 

855 Crimper with 5 dies for 1/4” - 1 braid through 3/8” -  2 braid hose.

855A same as 855 except the largest die is replaced by 7/16” die for crimping 3/16” hose.  
(Welding hoses etc.).

Optional dies up to 13/16”. (1/2” I.D. Hose available).

manually operated Ferrule tools

•  Scovill No. 5111A - Regular Ferrule Crimping Machine

•  Base 8” x 3” - Body 73/8” - Height with handle upright 27”

•  Weight 29lbs (13kg)

Note: Does not include dies.

Air operated Ferrule Tool Available on request

Ferrule crimping tools

Dies For 855/855a

 part no. Die Bore nominal hose oD
to             From

crimper 
no. 855a

crimper 
no. 855a

856-10 .375” .385” .406” Optional Optional
856-7 .437” .447” .468” Optional Standard
856-4 .484” .490” .520” Standard Standard
856-3 .531” .540” .562” Standard Standard
856-2 .578” .590” .625” Standard Standard
856-1 .625” .640” .671” Standard Standard
856-5 .687” .690” .710” Standard Optional
856-8 .750” .760” .781” Optional Optional
856-9 .812” .820” .843” Optional Optional
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large hose crimpers

Dies For 860

part no.

860

 Die 
 part no.

 861-22 
 861-23 
 861-24 
 861-25 
 861-26 
 861-27 
 861-28 
 861-29 
 861-30 
 861-31 
 861-32 
 861-33 
 861-34 
 861-36 
 861-38 
 861-40 
 861-42 
 861-44 
 861-468 
 861-48 

o.D. hose
(mm)

17.5 
18.3 
19.0 
19.8 
20.6 
26.2 
22.2 
23.0 
23.8 
24.6 
25.0 
25.8 
26.6 
28.2 
29.8 
31.4 
32.9 
34.5 
36.1 
37.7 

model 860 large hose crimper (sold without dies) 
For crimping larger hoses from 1/2” to 1” I.D., 7/8” to  

11/2” O.D. Crimps standard brass or aluminium ferrules. Order 

separate die for each hose diameter.
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For more inFormation on tuFF lite anD other plastic Fittings 
reQuirements please contact DiXon on: 

telephone: +44 (0)1772 323 529       FaX:+44 (0)1772 314 664      email: enquiries@dixoneurope.co.uk

size: 1/8” to 2”

materials:   Nylon 

Polypropylene 

Kynar

properties:   Nylon Fittings are generally acceptable for working pressures up to 150 psi (10 bar)  

at normal room temperatures. At very low pressures temperatures can approach  

175°F or 79°C with no degradation of the fittings strength. nylon fittings should  

not be used with acid based fertilisers, bromine, chlorine, flourine, hydrochloric  

acid, sulphuric acid and xylene. Made with material approved by FDA and NSF.  

Nylon should not be used with compressed gas.

  Polypropylene should not be used with aromatic hydrocarbons, carbon tetra-chloride,  

petrol, hexane, kerosene, nitric acid, sodium hydrochloride, toluene, trichloroethylene  

or xylene. Polypropylene should not be used with compressed gas

Details:   • Nylon parts are White 

• Polypropylene parts are Black 

• Kynar (PVDF) parts are Tan

tuff lite & plastic Fittings
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63mm Dial pressure gauge

 part no.
 

 pg00030 
 pg00060 
 pg00085 
 pg00100 
 pg00160 
 pg00200 
 pg00360 
 pg00600 
 pg00800 
 pg01000 
 pg02000 
 pg03500 
 pg05800 
 pg06000 
 pg08000 
 pg10000

pressure range
(psi)

0-35 
0-55 
0-85 

0-115 
0-145 
0-230 
0-360 
0-600 
0-870 
0-1160 
0-2230 
0-3500 
0-5800 
0-6000 
0-8000 

0-10000

Stainless Steel liquid filled pressure gauges provide the corrosion resistance and  

durability of a permanently sealed gauge. Designed for severe service applications

Details:  Case: AISI 304 Stainless Steel

nominal size:  63mm

connection:  BSPT / NPT / BSP Pl. 

accuracy:  1.5%

scale: psi / kPa Dual Scale

ranges:  35 – 10,000 psi

glycerine Filled pressure gauges
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